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Description
A range of cord end ferrules available in German and French 
colour coding and single/dual entry.

Features
 ● German or French colours
 ● Single or dual entry

Order Codes
German French    
E0508-G E0508-F Pre-insulated cord end terminals 0.5mm²  - bag of 1000
E7508-G E7508-F Pre-insulated cord end terminals 0.75mm²  - bag of 1000
E1008-G E1008-F Pre-insulated cord end terminals 1.0mm²  - bag of 1000
E1508-G E1508-F Pre-insulated cord end terminals 1.5mm²  - bag of 1000
E2508-G E2508-F Pre-insulated cord end terminals 2.5mm²  - bag of 1000
E4010-G E4010-F Pre-insulated cord end terminals 4.0mm²  - bag of 1000
E6012-G E6012-F Pre-insulated cord end terminals 6.0mm²  - bag of 1000
E10-12-G E10-12-F Pre-insulated cord end terminals 10mm²  - bag of 1000
E16-12-G E16-12-F Pre-insulated cord end terminals 16mm²  - bag of 500
TE0508-G TE0508-F Pre-insulated dual cord end terminals 0.5mm²  - bag of 1000
TE7508-G TE7508-F Pre-insulated dual cord end terminals 0.75mm²  - bag of 1000
TE1008-G TE1008-F Pre-insulated dual cord end terminals 1.0mm²  - bag of 1000
TE1508-G TE1508-F Pre-insulated dual cord end terminals 1.5mm²  - bag of 1000
TE2510-G TE2510-F Pre-insulated dual cord end terminals 2.5mm²  - bag of 1000

Dimensions

Part Code F (mm) L (mm) W (mm) B (mm) D (mm) C (mm)

E0508 8 14 2.6 6 1.3 1
E7508 8 14.3 2.8 6.3 1.5 1.2
E1008 8 14.3 3 6.3 1.7 1.4
E1508 8 14.3 3.5 6.3 2 1.7
E2508 8 15.4 4 7.4 2.6 2.3
E4010 10 17.4 4.5 7.4 3.2 2.8
E6012 12 20.5 6 8.5 3.9 3.5
E10-12 12 22 7.5 8.8 4.9 4.5
E16-12 12 22 8.7 10 6.2 5.8
TE0508 8 14.5 5 6.5 1.8 1.5
TE7508 8 14.5 5.5 6.7 2.1 1.8
TE1008 8 15.1 5.5 7.1 2.3 2
TE1508 8 15.5 6.4 7.2 2.6 2.3
TE2510 10 20.5 8 8.5 3.3 2.9


